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NOTE:

PRESTAGE WORK SHALL INCLUDE RELOCATION OF COMBINED SEWER ON WENTWORTH AVENUE BETWEEN STA. 112+85 TO STA, 126+58 (APPROXIMATE LIMITS),
THIS WORK MUST BE PERFORMED BEFORE STAGE 1 AS THE LOCATION OF EXISTING COMBINED SEWER CONFLICTS WITH THE LOCATION OF PROPOSED
TEMPORARY SHEETING NECESSARY FOR RETAINING WALL CONSTRUCTION ALONG THE WENTWORTH AVENUE FRONTAGE ROAD.

ADVANCE SIGNING FOR LANE CLOSURE ON WENTWORTH AVENUE SHALL APPLY IDOT HIGHWAY STANDARD 701601,

ONE LANE OF NORTHBOUND TRAFFIC MUST BE MAINTAINED ON WENTWORTH AVE DURING CONSTRUCTION,
63RD STREET ENTRANCE RAMP FROM WENTWORTH AVE TO DAN RYAN EXPRESSWAY MUST REMAIN OPEN DURING CONSTRUCTION.
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ILLINOIS DEPARTMENT OF TRANSPORTATION

F.A.I. 90794 (DAN RYAN EXPRESSWAY)

63rd ST TO 59th ST (FRONTAGE ROAD & RAMPS)

SUGGESTED STAGES OF CONSTRUCTION

AND TRAFFIC CONTROL

LEGEND
TEMPORARY PAVEMENT MARKING 47 (3) EXISTING CURB AND GUTTER 12
TEMPORARY PAVEMENT MARKING 5 EXISTING RETAINING ‘WALL Ry .//@
TEMPORARY PAVEMENT MARKING 6 IEX ©=> EXPRESS LANE DIRECTION OF TRAFFIC ﬁ
TEMPORARY PAVEMENT MARKING 8/ ILL ©=> LOCAL LANE DIRECTION OF TRAFFIC
v
EXISTING CONCRETE BARRIER /7 /] work AREA 04 0) REVISIONS
TEMPORARY CONCRETE BARRIER o8 IMPACT ATTENUATOR YELLOW
(CONTRACTOR FURNISHED) SOLID 9
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REFLECTOR @ 50° C-C SPACING SECTION A-A

T  TYPE Il BARRICADE N.T.S.
BITUMINOUS OVERLAYED CURB AND GUTTER
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